
Passive  Front roof antenna                                                           O.E.M Active Roof  antenna

Important:                                                                                                                                                                                                                    Important:

1)Remove the original rod.                                                                                                                                                                                1)Remove the original
2)Install the AM/FM-DAB rod Active/amplified antenna

(Calearo P.no 7551045).                                                                                                                                                                                   2) Install a passive antenna
3)Install the Active Splitter.                                                                                                                                                                                    (Calearo p.no 7677909)

3 )Install the Active Splitter.

Important:

1)Remove the originale Fm2 amplifier.
2)Install The “bypass”

(Calearo P.no 7590008).
3)Install the active splitter
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AM/FM-DAB+ Active Splitter
AM/FM-DAB+ active splitter with dedicated power cable
Compatible with passive AM/FM-DAB antennas
Universal Fakra male connectors for input and output
Low noise amplifier with OEM technology for AM/FM-DAB+ out

P.No. 7561004

Installation Scheme

AM/FM OUT

+12V Power

AM/FM DAB/DAB+ ANT IN
Frequency Range

Gain

Power
Consumption
Impedance
VSWR
Noise Figure

Connector

Mounting type
Mounting position
Dimensions (LxBxH)
Weight
Temperature Range
Protection class

0,52-1,71 MHz 174-240 MHz (III band)
87-108MHz 1452-1492 MHz (L band)
25dB ±1 (AM band) 21dB
13.5dB 14dB
+12V (dedicated power cable AM/FM-DAB)
110mA max (AM/FM-DAB total consumption)
50Ohm 50Ohm
<2:1 <2:1
<3dB <2.2dB

Fakra male univ. “Z” Fakra male univ. “Z” Fakra male univ. “Z”

Adhesive
Inside the vehicle
62x35x27mm
100g
-40°C to +95°C
Ip50

±1 (III band)
±1 (FM band) ±1 (L band)

50Ohm

(III band)
<2.8dB (L band)
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