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Dual band antenna AM / FM-DAB with flexible rod. 

The unique design makes it very flexible and resistant to high mecha-

nical stress present in difficult work environment as agricultural and 

construction vehicles. 

The materials used ensure a high and lasting resistance to weathering 

and extreme conditions. 

Reference: 

7667013 

         

Antenna  dual band AM/FM-DAB+ con asta flessibile . 

Il design esclusivo la rende estremamente flessibile e resistente ad ele-

vate sollecitazioni meccaniche presenti in ambienti di lavoro difficili 

come  quello agricolo e movimento terra. 

I  materiali utilizzati assicurano una elevata e duratura resistenza ad 

intemperie ed condizioni estreme. 

Universal antenna for front roof or pillar installation 

Installation scheme in case of AM/FM -  DAB  receiver Dimension 

AM/FM-DAB Flexible Antenna for heavy duty machinery 

Tipologia/Tipology 
Omnidirectional antenna 
Polarizzazione/Polarization  
Verticale/Vertical 

 AM: 0,52-1,71 MHz  
 FM: 87-108 MHz  
 DAB: 170-240 MHz 

0 dB 

50 Ω                                                 Passive/Passivo 

1,5mt* RG58  
 

Dimensioni/Dimension: 280x35x22mm 

-40°C+85°C     

Mounting holes 

280mm 

35mm 

22mm 

 FM: <2:1 @ 98MHz 
DAB: <2,5:1 @ 208MHz 

Din M  *  
 

Flexible Rod 

 

 

 

 

                                                                                                 
           

                         

                    

 

 

                        

 

Installation scheme in case of AM/FM receiver 

Cable lenght and connector customizable upon request 

Tipo di installazione:  Tetto  o montante 

Installation              :   Roof  or pillar 
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